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CIVIL DESIGN NARRATIVE 

EXISTING SITE DESCRIPTION 

The site of the Windsor Community Recreation Center (CRC) Expansion project is located in the southern half of 

Section 17, Township 6 North, Range 67 West of the 6th Principal Meridian in the Town of Windsor, County of Weld, 

State of Colorado.  The site is bounded on the west by Windsor Manor and Mary Place Subdivisions, by Ash Street to 

the south, by 11th Street and the high school parking lot to the east, and by the Greeley No. 2 Canal to the north.  The 

approximately 11.87 acre developed site is owned by the Town of Windsor and consists of the CRC occupying the 

majority of the northern portion of the lot, with the Windsor Police Facility occupying the remaining southern portion.  

Two vehicular access drives to the CRC are currently provided from 11th Street.   

 

PROPOSED SITE DESCRIPTION 

The proposed Windsor CRC Expansion project represents the final phase of improvements for this Town-owned 

community resource.  The anticipated ultimate buildout condition has been accounted for in previous phases of the 

work, including fully developed stormwater runoff design and detention pond sizing.  Existing primary vehicular access 

points will be maintained, while interior drive lanes, parking lot layout, and curve radii will be improved in regard to 

emergency vehicle accessibility, vehicle circulation, and additional parking. 

 

CIVIL PROJECT SCOPE 

The project includes design and construction of a new indoor gym, aerobics studio, and pool facility in a building 

addition with associated civil site improvements, including: 

• Demolition of the existing above ground site improvements to allow for the proposed building addition and 

 site improvements; 

• A new surface parking lot with approximately 118 additional stalls; 

• Grading and drainage modifications associated with the project, including re-routing of drainage facilities

 around the building addition to follow historic drainage patterns and discharge into the existing detention pond; 

• Relocation of existing and installation of new utilities as required to serve the proposed addition; 

• Connections to existing multi-use path at the north; 

• Entrance drive and drop-off loop enhancement. 

 

GRADING AND DRAINAGE 

The existing developed site generally slopes from northwest to southeast, with stormwater runoff flowing via curb & 

gutter, cross pans, and grass swales with concrete “V” trickle pans to the detention pond located at the southeast 

corner of the site.  The pond has previously been designed to have capacity to treat for water quality and detain for the 

100-year storm event on a fully developed site, including the CRC expansion.  The pond outlet structure has been 

designed to release at the maximum allowable rate into the existing 24” storm drain in Ash & 11th Streets.  These 

original developed drainage patterns are to remain the same with the expansion project.  Facilitation of runoff around 

and away from the proposed building addition will be accomplished with a combination of grading design, re-routing of 

concrete trickle pans, and the installation of additional curb & gutter throughout the new parking lot layout.   Low impact 

development (LID) design approaches relating to stormwater runoff will be applied by the use of grassed buffers and 

swales around the building that capture, treat, and slow runoff. 

WATER AND SANITARY SEWER 

Water and sanitary sewer service for the Community Recreation Center is currently provided by the Town of Windsor 

Water & Sewer Department.  The 3” domestic water, 6” fire water, and 8” sanitary sewer service lines are anticipated to 

be adequate for the building addition.  Coordination with the project pool design consultant will be necessary to 

determine if separate sanitary and domestic water services will be required for the proposed pool facility.  A new fire 

hydrant on the back (north) side of the building expansion with 6” piping to connect to the 12” water main in 11th Street 

may be required to provide adequate fire protection around the building perimeter. 

 

EARTHWORK 

General site grading to accommodate drainage, accessible routes, sidewalks, and other site improvements associated 

with the building addition will be required. 

 

PAVING 

On-site paving design will be in accordance with the current Geotechnical Report for the site.   

 

EROSION CONTROL 

Erosion control best management practices (BMPs) are to be installed per the Stormwater Management Plan 

submitted and approved as part of an application for the stormwater permit for construction activities filed with the Town 

of Windsor.   The contractor shall prevent sediment, debris, and all other pollutants from entering the storm sewer 

system during all demolition, excavation, trenching, boring, grading and other construction operations that are part of 

this project.  The contractor shall remove all sediment, mud, construction debris, or other potential pollutants that may 

discharge to, or accumulate in, the flow lines and public rights of ways of the Town of Windsor as a result of 

construction activities and shall be held responsible for remediation of any adverse impacts to adjacent waterways, 

wetlands, etc. resulting from work done as part of this project.  Erosion control measures are anticipated to include: 

• Sediment control logs down slope of all disturbed areas; 

• Rock socks at intervals on curb & gutter and concrete trickle pans/cross pans; 

• Inlet protection at downstream inlets and chase openings; 

• Stabilization and/or covering of exposed areas and stockpiles; 

• Confinement of equipment fueling and servicing activities; 

• Confinement of concrete wash out activities and wash water; 

• Monitoring of runoff water quality. 

The contractor is required to maintain and augment all BMPs through final stabilization of the work, in conformance 

with applicable requirements. 
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SITE DESIGN NARRATIVE

The landscape and site design for the Windsor Community Recreation Center (CRC) is intended to pull from the 
existing and proposed architecture while playing off of existing landscape elements.  An existing pedestrian connection 
to the Police Department facility to the south is a prominent feature on the site.  Existing planting in this area is to be 
enhanced to ease maintenance operations and create year-round interest.  Additional planting will help enclose this 
area and make the large turf panel more comfortable and inviting for passive use.  As budget permits, this landscape 
treatment will continue across the main entry drive aisle and into the Police Department Facility in order to create a 
more cohesive feel.  A significant parking expansion to the north and east adds 118 parking spaces for visitors and staff 
(the existing parking lot contains 171 parking spaces).   Outdoor amenity spaces include a small tot lot/play area along 
the southern face of the building with an adjacent plaza space wrapping the southwest corner of the building.  A small 
picnic area along the existing trail will overlook the Greeley No. 2 Canal and take advantage of mountain views to the 
west.  The existing trail and pedestrian circulation system will be enhanced to create a more continuous loop with the 
possibility of locating fitness stations and exercise nodes along the trail in key areas.

SITE CIRCULATION

Existing vehicular access points to the site have been maintained and the southern entry drive 
has been modified to remove a landscaped island; providing easier turning movements into the 
entry drive.  The existing parking lot and drop off areas have been maintained and a right-in, right-
out drive aisle configuration has been designed to provide a clear circulation route into the parking 
lot expansion.  Service areas remain on the north and west sides of the building.  The existing 
pedestrian connections will be modified in conjunction with the parking lot circulation to provide 
clear, safe and comfortable connections to activity hubs on and off site.  

OUTDOOR AMENITY SPACES

The south plaza is designed to be an outdoor amenity area for visitors to recreate and relax in an 
outdoor environment, directly adjacent to the tot lot/play area and the indoor water facilities.  The 
area is controlled, meaning it is enclosed by an ornamental fence or low wall to compliment the 
existing site features.  The outdoor space will include seating areas, enhanced pavement materi-
als, tables and chairs and informal seating.  Raised planters help define spaces, provide shade in 
key areas and soften the surrounding hardscape.  The tot lot area, located just east of the plaza 
space, contains play equipment for children ranging in age from 2 to 5 years and will be placed on 
a poured-in-place safety surfacing.  The play equipment will be selected to compliment the archi-
tecture and provide challenging and unique activities for children.  This area will also be enclosed 
for safety and security.  

LANDSCAPE

The landscape design for the Windsor CRC expansion strives to stitch together the site into a 
cohesive landscape that is attractive, low maintenance and water-wise.  The existing landscape 
consists of large areas of manicured turf, foundation plantings and landscape beds near the main 
entry and pedestrian plaza connection to the Police Department.  Some large turf areas will re-
main for flexible use and an attractive groundcover while other, smaller and less prominent, areas 
will be planted with a combination of shrubs and grasses to compliment the existing landscape.  
Three large cottonwoods exist along the trail adjacent to the north property line and will be further 
evaluated in the design process.  Additional trees will be planted along the trail to cast shade and 
enhance views.  Additional buffer plantings will be installed on the west side of the property to 
screen views to the adjacent residential area.  Entry area plantings will be expanded to enhance 
the appearance and functionality of the signage area.  All landscape plantings are designed to be 
low-water, low-maintenance and accent multi-seasonal color and texture.  Pathways, key focal 
points and the entry area are punctuated by more garden-like character, with a greater degree of 
organization and splashes of color within a native-like plant palette.  
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INTERIOR FINISH FLOOR PLAN  - SECOND FLOOR  
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INTERIORS NARRATIVE 

FINISH LEGEND 

TRANSITION STRIPS/ TREADS 
AND RISERS 

 

Transition Strip Rubber Johnsonite, Rubber Reducer strip, Color T.B.D. (carpet - resilient) 

  

Transition Strip Schluter Schluter strip, L profile, thickness per specifications or equivalent (carpet - tile) 

  

Transition SS Threshold Schluter transition Reno V  (resilient - tile) 

  

WALL FINISHES 

PAINT / COATINGS  

Paint (PT) Sherwin Williams: ProMar 200 2 light neutrals, 2 medium neutrals,  1 dark neutral, assume  5 accent 
colors 

High Performance Coating (HPC) Epoxy Paint 

Acrylic Polymer Coating (APC)  

TILE  

Porcelain Wall Tile (POR) Crossville Argent, 6" x 6",  colors TBD.  1 field color with 4 accent colors.  Provide bullnose trim, inside/
outside corner, etc.  Use schluter metal trim - 422 Schluter DILEX - HKU at transition to floor tile.   

Ceramic Wall Tile (CWT) Daltile, Natural Hues, 6" x 6",  6" x 12" and 12" x 12" tiles, colors TBD.  Provide bullnose trim, inside/
outside corner, etc.  Use schluter metal trim - 422 Schluter DILEX - HKU at transition to floor tile.  Alter-
nate. 

  

VINYL WALLCOVERING  

Vinyl Wallcovering (VWC) MDC Wallcovering, digitally printed wallcovering, vinyl wallcovering substrate: dreamscape, 60", Type II, 
smooth matte, image: TBD, full color.   

  

WALL PROTECTION   

Corner Guards (CG) Inpro, Surface Mount, Stainless Steel Corner Guard, 430, 8' x 1 1/2", Cement-On 181124C-430, Full 
Height (All Outside Corners) 

Fiber Reinforced Polyester (FRP)  Marlite FRP, Fiber Reinforced Polyester, Sanitary wall, P-145, Silver Textured surface, Class A 

  

WOOD  

Wood (WD) Maple wood for Reception Desk and display 

  

CASEWORK FINISHES   

ENGINEERED STONE  

Engineered Stone (SS) DuPont Zodiaq or equivalent, 2 cm, Price Group C 

  

PLASTIC LAMINATES  

Plastic Laminate (PLAM) Wilsonart or equivalent:  color TBD, Matte Finish, matching laminate edge banding 

  

SOLID SURFACE  

Solid Surface (SS) DuPont Corian or equivalent, Matte Finish, Grade "F" 

  

SOLID PHENOLIC   

Solid Phenolic Partitions & Lock-
ers (SPH) 

Trespa Athlon or equivalent, color TBD.  Wood look. 

FLOORING 

CARPET  

Carpet Tile (CPT) 3 Styles or colors: to be installed over sealed concrete with peel and stick or glue down adhesive. As-
sume $40/YD installed. 

  

ENTRANCE MAT  

Entrance Mat (EM)  Mohawk, Step Up, Modular carpet tile, 24" x 24". Install Method: Quarter Turn 

  

HIGH PERFORMANCE FLOOR  

Sheet Rubber Sports Floor (RF) Mondo Sport Impact, color TBD, 10mm thick with seal skin texture, Rolled  

Rubber Safety Floor (RSF) No Fault Poured Safety Surface approximate 3" depth; 4 colors 

Rubber Tile Sports Floor (RTSF) Infinity Performance, Infinity Max, 24" x 24" x 1.25" thick, Color TBD. 

Seamless Padded Polyurethane 
Floor (RF) 

Robbins Sports Surface, Pulastic JV, Color: tbd, 7mm High Performance Rubber (3 colors for running 
lanes) (Track) 

Sports Wood Flooring (WDF) Resilient wood strip sports floor over a concrete slab with a vapor barrier below. Gymnasium: Robbins 
Biochannel classic or equivalent (3 stains); Fitness Rooms and Raquetball: Robbins Sportwood Ultra Star 
or equivalent. Grade 3 lumber or better  

Marley Vinyl Dance Floor 1 mm thick.  6' wide rolls, up to 60' long, sold in foot increments.  Color: Grey/ Black 

  

CONCRETE  

Sealed Concrete (SC) Sealed Concrete Slab 

Swirl Concrete  Broom Finish Swirl Concrete 

  

RESILIENT FLOORING  

Linoleum (LIN) 1 neutral field color, 3 accent colors: Forbo: Marmoleum Real Authentic, color TBD. 3.0mm sheet prod-
uct, heat weld all seams. Welding Rod: Multi-color  

Rubber Tile/Tread (RT) Johnsonite, Solid Color Rubber Tile, 24" x 24", Hammered surface texture, color TBD. Provide integral 
tread/riser at stairs 

  

TILE  

Ceramic Mosiac Floor Tile  (CMT) 1 field color, 4 accent colors: Daltile, Keystones; Unglazed ceramic Mosaics, 1" X 1", color TBD, 70% 
abrasive. Accent Colors: 2 of 4 colors in the group 4 price, 1 color in group 3 price, 1 color in group 2 
price. 

Porcelain Floor Tile (POR) 
(Lobby/Corridors) 

Crossville Argent, 12"x24", color to be coordinated with and match exterior paver basis of design: 1 neu-
tral field color, 3 accent colors.  

  

BASE Installer to provide all necessary trim pieces for all base types below 

Ceramic Mosiac Tile Base 
(CMTB) 

1 field color, 4 accent colors: Daltile, Keystones; Unglazed ceramic Mosaics, 1" X 1", color TBD, non-
abrasive. Accent Colors: 2 of 4 colors in the group 4 price, 1 color in group 3 price, 1 color in group 2 

  

Rubber Base (RB) Johnsonite, Traditional rubber wall base, 4 1/4"h w/ toe, color TBD 

  

Ventilated Rubber Base (VRB) Johnsonite Vent Cove Base, 4" high, color TBD 

  

Tile Cove Base (PRO-B) 6" high cove base to match flooring tile 
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INTERIORS NARRATIVE 

FINISH LEGEND 

CEILING FINISHES   

SUSPENDED ACOUSTICAL TILE  

Acoustic Ceiling Tile (ACT) Armstrong Dune Second Look or equivalent, 2' x 4', tegular 

Scrubbable Acoustic Ceiling Tile  Armstrong, Cermaguard, Unperforated, 2' x 4' 

Exposed Exposed to structure; exposed surfaces to be painted 

Axium Trim Armstrong Axium trim 

  

OTHER FINISHES   

Window Treatment (WT) Mechoshade or equivalent, Motorized, Mecho Manual Shade with 5% openness factor, Color: White, Full 
panel printed gray scale image 

  

Enivornmental Graphic Banner 
(EGB) 

Full color large format digital images printed on vinyl banner material, grommeted all sides, mechanically 
fasten to walls, as noted in finish narrative by room 

Wall Mat (WM) Porter Athletic Wall Pad, 2" Impact Safe Wall Pad with Nailing Margin, 2'x8'x2", Color: TBD 

Acoustical Baffles MBI Lapendary heat sealed PVC acoustical panels  

Acoustical Wall Panels (AWP) Wall Mounted Tectum Panels, painted and cut into shapes 

Acrylic Panel (AP) 3 Form, Colored panel with embossing on 2 sides, 1/4" thick, 4' x 8' panels.  Include Hardware for mount-
ing. 

Acrylic Panel (AP) 3 Form, Colored panel with embossing on 1 side, 1/4" thick, 4' x 8' panels. Suspended from Ceiling in 
Child Watch. 

Acrylic Panel (AP) 3 Form, Colored panel with integral patterned texture, 1/2" thick, 4' x 8' panels.  For privacy screen wall in 
locker rooms add alternate. 
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FINISH SCHEDULE 

A.  PUBLIC SPACES / BUILDING AMENITIES     

RECEPTION DESK 

(RECEPTION #99) 

CARPET TILE (ASSUME $30/SY MATERIALS ONLY).  NEW 
PORCELIAN TILE AT IN FRONT OF DESK WHERE OLD 

DESK WAS REMOVED 
RUBBER BASE  EGGSHELL PAINT  EXISTING 

ENGINEERED STONE COUNTER, WOOD PANELS, 
STEEL TRIM 

REMOVE EXISTING RECEPTION DESK, PROVIDE NEW RECEPTION DESK - 
LOWERS, TOP, & TRANSACTION TOP ONLY (ASSUME APPROXIMATELY 60 
LF.)  DESK WILL HAVE DISPLAY AREA WITH GLASS BUILT IN.  COLORED 

LIGHTS AT COLUMNS.  REPAIR PORCELAIN TILE FLOOR. 

CHILD WATCH #21 

1/3 FLOOR CARPET TILES (ASSUME $30 /SY MATERIALS 
ONLY); 2/3 FLOOR  LINOLEUM  (LINOLEUM WITH 2 AC-

CENT COLORS & HEAT WELDED SEAMS) 
RUBBER BASE EGGSHELL PAINT, ASSUME (2) ACCENT WALLS 

ACOUSTIC CEILING TILE 
WITH 3 FORM ACRYLIC CUT 
OUTS, APPROXIMATELY (4) 

4'X8' SHEETS 

SOLID SURFACE COUNTER, PLASTIC LAMINATE CABI-
NETS (UPPER & LOWER) 

CUT AND PAINTED MDF SHAPES APPLIED TO WALL 

PARTY ROOM(S) #19 
LINOLEUM (WITH 2 ACCENT COLORS & HEAT WELDED 

SEAMS) 
RUBBER BASE EGGSHELL PAINT, ASSUME (2) ACCENT WALLS.  ACOUSTIC CEILING TILE 

SOLID SURFACE COUNTER WITH SINK, PLASTIC LAMI-
NATE CABINETS 

ONE REFRIGERATOR / FOLDING PARTITION WITH VINYL WALL COVERING.  
FULL HEIGHT COLORED DIGITAL PRINT PERFORATED VINYL FILM ON 

GLASS 

MEN'S & WOMEN'S TOILET 

ROOMS #13 & #17 

1" X 1" CERAMIC MOSAIC TILE; 1 FIELD COLOR WITH 4 
ACCENT  COLORS 

6" MOSAIC TILE 
COVE BASE 

FULL HEIGHT  PORCELAIN TILE AT WET WALLS;  WITH 
HIGH PERFORMANCE COATING PAINT AT ALL OTHER 
WALLS.  2 ACCENT PAINT COLORS.   6" x 6 " TILE WITH 
15% 6" X 24"  OR MOSAIC TILE, 4 TILE ACCENT COLORS 

APC 
SOLID SURFACE COUNTER WITH UNDERMOUNTED 

SINKS  
SOLID PHENOLIC PARTITIONS.  ADD ALTERNATE FOR 1/2" AWP SHOWER 

ROOM DOORS. 

NEW WOMEN'S / MEN'S LOCK-

ERS #13 & #17 

1" X 1" CERAMIC MOSAIC TILE; 1 FIELD COLOR WITH 4 
ACCENT  COLORS 

6" MOSAIC TILE 
COVE BASE 

FULL HEIGHT PORCELAIN TILE AT SHOWER & WET 
WALLS; I FIELD COLOR; 4 ACCCENT COLORS.  6" x 6" 

WITH 15% 6" X 24" OR MOSAIC TILE 
APC 

SOLID PHENOLIC PARTITIONS/ SOLID WOOD LOOK 
PHENOLIC  LOCKERS.   

  

EXISTING MEN'S LOCKERS #98 
1" X 1" CERAMIC MOSAIC TILE; 1 FIELD COLOR WITH 4 

ACCENT  COLORS 
6" MOSAIC TILE 

COVE BASE 
HIGH PERFORMANCE COATING PAINT, ASSUME (1) 

ACCENT WALL 
APC 

TANGENT RECYCLED PLASTIC LUMBER BENCHES.  
ADD ALTERNATE: NEWSOLID PHENOLIC TOILET PAR-
TITIONS AND WOOD LOOK SOLID PHENOLIC  LOCK-

ERS.   

REPLACE EXISTING TILE FLOOR & BASE WITH NEW.  PROVIDE NEW 
SCREEN WALL (METAL STUD).  REMOVE EXISTING SUSPENDED CEILING 
AND PROVIDE NEW APC CEILING IN EXISTING LOCKER ROOM.  ACRYLIC 

PANEL INSERT WITH IMAGE, 36" X 48"  

EXISTING WOMEN'S LOCKERS 

#96 

1" X 1" CERAMIC MOSAIC TILE; 1 FIELD COLOR WITH 4 
ACCENT  COLORS 

6" MOSAIC TILE 
COVE BASE 

HIGH PERFORMANCE COATING PAINT, ASSUME (1) 
ACCENT WALL 

APC 

TANGENT RECYCLED PLASTIC LUMBER BENCHES.  
ADD ALTERNATE: NEWSOLID PHENOLIC TOILET PAR-
TITIONS AND WOOD LOOK SOLID PHENOLIC  LOCK-

ERS.   

REPLACE EXISTING TILE FLOOR & BASE WITH NEW.  PROVIDE NEW 
SCREEN WALL (METAL STUD) WITH SOLID SURFACE COUNTERTOP & MIR-
RORS.  REMOVE EXISTING SUSPENDED CEILING AND PROVIDE NEW APC 

CEILING IN EXISTING LOCKER ROOM. ACRYLIC PANEL INSERT WITH IMAGE, 
36" X 48" 

CABANAS #14 & #15 
1" X 1" CERAMIC MOSAIC TILE; 1 FIELD COLOR WITH 4 

ACCENT  COLORS 
6" MOSAIC TILE 

COVE BASE 

FULL HEIGHT PORCELAIN TILE AT SHOWER & WET 
WALLS; I FIELD COLOR; 4 ACCCENT COLORS.  6" x 6" 

WITH 15% 6" X 24" OR MOSAIC TILE 
APC 

SOLID SURFACE COUNTER WITH UNDERMOUNTED 
SINK  

  

LAP POOL (NATATORIUM #01) BROOM FINISH SWIRL CONCRETE    
HIGH PERFORMANCE COATING PAINT WITH PAINTED 

WALL GRAPHIC, (3-4) ACCENT COLORS 

HIGH PERFORMANCE COAT-
ING PAINT AT EXPOSED 

STRUCTURE 
N/A LAPENDARY ACOUSTICAL CEILING  BAFFLES.  

LEISURE POOL (NATATORIUM 

#01) 
BROOM FINISH SWIRL CONCRETE    

HIGH PERFORMANCE COATING PAINT; FULL COLOR 
LARGE FORMAT DIGITAL IMAGES PRINTED ON VINYL 

BANNER MATERIAL; GROMMETED ALL SIDES; MECHANI-
CALLY FASTEN TO WALLS; (4) BANNERS FOR POOL 
THEMING APPROXIMATELY 500 SQ/FT EACH.  WITH 
PAINTED WALL GRAPHIC, (3-4) ACCENT COLORS.  

HIGH PERFORMANCE COAT-
ING PAINT 

N/A 
LAPENDARY ACOUSTICAL CEILING  BAFFLES.  ACOUSTICAL WALL PANELS 

ALONG WALLS, 25% OF WALLS.    

AUXILIARY GYMNASIUM #09 
ROBBINS "BIO-CHANNEL CLASSIC" RESILIENT MAPLE 
FLOOR WITH 33/32" MAPLE, 2ND AND BETTER GRADE 

VENTILATED 
RUBBER  

EGGSHELL PAINT, ASSUME (2-3) COLORS ON EACH 
WALL 

HIGH PERFORMANCE COAT-
ING PAINT AT EXPOSED 

STRUCTURE 
  

LAPENDARY ACOUSTICAL CEILING  BAFFLES; WALL MOUNTED TECTUM 
PANELS IN GYM - PAINTED AND CUT INTO SHAPES; APPROXIMATELY 1,000 

SQ/FT.  WALL PADS/ MATS AT (2) WALLS.   

TRACK #24 & #25 ROBBINS PULASTIC JV (3 COLORS) RUBBER BASE EGGSHELL PAINT EXPOSED   

FULL COLOR LARGE FORMAT DIGITAL IMAGES PRINTED ON VINYL BANNER 
MATERIAL; DOUBLE-SIDED IMAGES; HANGING BANNERS WITH POCKET 

RODS TOP AND BOTTOM; (12) BANNERS APPROXIMATELY 30 SQ/FT EACH 
BETWEEN TRACK AND GYM 

EXISTING AEROBICS ROOM  
MARLEY VINYL DANCE FLOOR OVER EXISTING WOOD 

FLOOR 
VENTILATED 

RUBBER  
EGGSHELL PAINT, ASSUME (2) ACCENT WALLS. (2) 

BANNERS APPROXIMATELY 20 SQ/FT EACH 
      

AEROBICS ROOM #06 
(INCLUDING AEROBICS STOR-

AGE #10)  
WOOD SPRUNG DANCE FLOOR 

VENTILATED 
RUBBER  

EGGSHELL PAINT, ASSUME (2) ACCENT WALLS.  (4) 
BANNERS APPROXIMATELY 20 SQ/FT EACH  

ACOUSTIC CEILING TILE 
WITH AXIOM TRIM 

BALTIC BIRCH BENCH WITH STORAGE CUBBIES AND 
CUT OUT SHAPED BACK, 20 FT LONG.  COAT HOOKS, 

DOUBLE HIGH, 10' LONG. 

100' LONG X 8' HIGH WALL MOUNTED MIRRORS & 100' BALLET BARRE. 
SUSPENDED CEILING CLOUDS ON EITHER SIDE OF TRX 2" PIPE/ BEAM.  

PIPE BRACED ON CEILING STRUCTURE. 

WEIGHT ROOM & EQUIP ROOM 
#22 (INCLUDING STORAGE 

#26) 
SHEET RUBBER SPORTS FLOOR (10MM) 

18" HIGH RUB-
BER SPORTS 

FLOOR 

EGGSHELL PAINT, ASSUME (2) ACCENT WALLS.  (4) 
BANNERS APPROXIMATELY 30 SQ/FT EACH  

ACOUSTIC CEILING TILE 
WITH AXIOM TRIM 

N/A 50' LONG X 8' HIGH WALL MOUNTED MIRRORS 
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FINISH SCHEDULE 
AREA FLOOR BASE WALLS CEILING CASEWORK NOTES 

B.  CIRCULATION SPACE     

EXIT VESTIBULE #11 SEALED CONCRETE  RUBBER BASE EGGSHELL PAINT GYP BD / EGGSHELL PAINT N/A   

VIEWING #20 PORCELAIN TILE,6" X 6" WITH 4 ACCENT COLORS 6" TILE BASE EGGSHELL PAINT, ASSUME (1) ACCENT WALL GYP BD / EGGSHELL PAINT N/A PERFORATED VINYL GRAPHIC ON WINDOW WALL 

HALLWAY #16 
1" X 1" CERAMIC MOSAIC TILE; 1 FIELD COLOR WITH 4 

ACCENT  COLORS 
6" MOSAIC TILE 

COVE BASE 
EGGSHELL PAINT, ASSUME (1) ACCENT WALL GYP BD / EGGSHELL PAINT N/A   

EXISTING CORRIDOR/ LOBBY 
NEW PORCELIAN TILE AT IN FRONT OF DESK WHERE 

OLD DESK WAS REMOVED.  
  

EGGSHELL PAINT, ASSUME (5) ACCENT AREAS.  ADD 
ALTERNATE. 

    

FABRIC OR ART HANGING (10) 80 SF PANELS HUNG FROM GROMMETS 
ALONG TOP.  ADD SIGNAGE, (6) 60" X 20" SIGNS TO MATCH EXISTING 

STANDARD SIGNAGE.  REPAIR PORCELAIN TILE FLOOR.  ADD ALTERNATE: 
PORCELAIN TILE (4 ACCENT COLORS TO FINISH TOP OF EXISTING COMMU-

NITY ANNOUNCEMENT WALL. 

MAIN CORRIDOR ADDITION 

#08 
ENTRANCE MAT RUBBER BASE EGGSHELL PAINT ACOUSTIC CEILING TILE N/A   

       

C.  OFFICES / AMENITY     

SECOND FLOOR OPEN OF-

FICE/COPY #23 
CARPET TILE (ASSUME $25/SY MATERIALS ONLY) RUBBER BASE EGGSHELL PAINT, ASSUME (1) ACCENT WALL  ACOUSTIC CEILING TILE PLASTIC LAMINATE WORKSURFACE AND CABINETS   

SECOND FLOOR OFFICE 

LUNCHROOM #23 
 LINOLEUM RUBBER BASE EGGSHELL PAINT ACOUSTIC CEILING TILE 

SOLID SURFACE  COUNTER, PLASTIC LAMINATE 
CABINETS 

                    HEAT WELD SEAMS 

LIFE GUARDS #18 1" X 1" CERAMIC MOSAIC TILE 
1" X 1" CERAMIC 

MOSAIC TILE 
BASE 

HIGH PERFORMANCE COATING PAINT 
HIGH PERFORMANCE COAT-

ING PAINT 
SOLID SURFACE  COUNTER, PLASTIC LAMINATE 

CABINETS 
  

EXISTING GAME ROOM     
EGGSHELL PAINT, ASSUME (1) ACCENT WALL WITH 

VINYL WALLCOVERING (GRAPHIC), 30 SF 
    ADD ALTERNATE 

       

D.  BUILDING SUPPORT     

CHEM / ELEC / POOL MECH / 
POOL STG / STG / MECH / 

RECEIVING 

SEALED CONCRETE RUBBER BASE EGGSHELL PAINT EXPOSED N/A   

AUX. GYM STORAGE #12 SEALED CONCRETE RUBBER BASE EGGSHELL PAINT EXPOSED N/A   
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